
 

PERROT-SCHNELLKUPPLUNGSFORMSTÜCKE 
PERROT QUICK COUPLING FITTINGS  

KVS-K  Stahl/Steel 
Kardan V-Teil mit gedrehter Schlauchtülle, verzinkt 
Cardan male coupling with corrugated hose tail, galvanized 
 
Betriebsdruck / Operating pressure: 10 bar 

 

 

Artikel / Grösse 
Article / Size 

Gewicht 
Weight 

Art-Nummer 
Part-Number 

KVS-K  50 x 50 0,48 KF76260 
KVS-K  70 x 60 0,68 KF76270 
KVS-K  70 x 65 0,82 KF76280 
KVS-K  70 x 70 0,88 KF76290 
KVS-K  70 x 75 1,09 KT76292 
KVS-K  89 x 75 1,32 KF76300 
KVS-K  89 x 80 1,32 KF73310 
KVS-K  89 x 90 1,30 KF76320 
KVS-K  108 x 100 1,88 KF76370 
KVS-K  108 x 110 2,02 KF76380 
KVS-K  133 x 125 3,00 KF76420 
KVS-K  159 x 150 4,30 KF76460 
KVS-K  216 x 200 11,45 KF77005 

 

KMS-K  Stahl/Steel 
Kardan M-Teil mit gedrehter Schlauchtülle, verzinkt 
Cardan female coupling with corrugated hose tail, galvanized 
 
Betriebsdruck / Operating pressure: 10 bar 

 

 

Artikel / Grösse 
Article / Size 

Gewicht 
Weight 

Art-Nummer 
Part-Number 

KMS-K  50 x 50 1,02 KF76540 
KMS-K  70 x 60 1,67 KF76550 
KMS-K  70 x 65 1,72 KF76560 
KMS-K  70 x 70 1,80 KF76570 
KMS-K  70 x 75 2,20 KF76572 
KMS-K  89 x 75 2,99 KF76580 
KMS-K  89 x 80 3,02 KF76590 
KMS-K  89 x 90 3,20 KF76600 
KMS-K  108 x 100 4,44 KF76650 
KMS-K  108 x 110 4,44 KF76660 
KMS-K  133 x 125 7,40 KF76700 
KMS-K  159 x 150 8,30 KF76740 
KMS-K  216 x 200 22,30 KF77004 

 
 
 
 
 


