
Trójnóg  3 FC 70 

Oferowane typy:
3 FC 70 / zasilanie Storz C - przyłącze zraszacza 1 1/2” GW
3 FC 70 / zasilanie Storz C - przyłącze zraszacza 2 1/2” GZ

Trójnóg  3 FG 70

Oferowane typy:
3 FG 70 / zasilanie gwint 2” GZ - przyłącze zraszacza 1 1/2” GW
3 FG 70 / zasilanie gwint 2” GZ - przyłącze zraszacza 2” GZ
3 FG 70 / zasilanie gwint 2” GZ - przyłącze zraszacza 2 1/2” GZ

Trójnóg  3 FV 70

Oferowane typy:
3 FV 70 / zasilanie KKV 70 - przyłącze zraszacza 1 1/2” GW
3 FV 70 / zasilanie KKV 70 - przyłącze zraszacza 2 1/2” GZ

Trójnóg  3 FG 15-25
Składany trójnóg dla zraszaczy sektorowych, pełnoobrotowych oraz 
„czworokątnych“. Wykonany ze stali, mosiądzu oraz tworzywa. Przyłącze 
zasilania  3/4” GW. Wysokość 70 cm

Oferowane typy:
3 FG 25 / przyłącze zraszacza 1” GW
3 FG 20 / przyłącze zraszacza 3/4” GW
3 FG 15 / przyłącze zraszacza 1/2” GW
3 FG 15/GZ - przyłącze zraszacza 1/2” GW

PERROT - Trójnogi
Trójnóg do zraszaczy wielkoobszarowych. Wykonany ze stali. Zabezpieczony antykoro-
zyjnie przez cynkowanie ogniowe. Ruchome podpory zakończone szpilkami do wbicia w 
ziemię. Wysokość od 1,10 m do 1,30 m
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Tripod  3 FC 70 

Types available:
3 FC 70 / Storz C connection –  
                sprinkler connection 1 ½” female thread
3 FC 70 / Storz C connection –  
                sprinkler connection 2 ½” male thread

Tripod  3 FG 70

Types available:
3 FG 70 / 2” male thread –  
               sprinkler connection 1 ½” female thread
3 FG 70 / 2” male thread –  
               sprinkler connection 2” male thread
3 FG 70 / 2” male thread –  
                sprinkler connection 2 ½” male thread

Tripod  3 FV 70

Types available:
3 FV 70 / connection KKV 70 –  
               sprinkler connection 1 ½” female thread
3 FV 70 / connection KKV 70 –  
               sprinkler connection 2 ½” male thread

Tripod  3 FG 15-25
Tripod for full and part circle sprinklers, as well as quadrangle 
sprinklers. Made of steel, brass and durable engineering plas-
tic – with hinged legs. ¾” female thread. Height: 70 cm

Types available:
3 FG 25 / sprinkler connection 1” female thread
3 FG 20 / sprinkler connection ¾” female thread
3 FG 15 / sprinkler connection ½” female thread
3 FG 15 male thread / sprinkler connection ½” male thread

PERROT - Tripod
Tripod for large area sprinklers. Made of hot-dip galvanized steel pipes. Hinged legs to spike 
into ground in order to operate safely. Adjustable height from 1,10 m to 1,30 m.
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